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MATERIAL SAFETY DATA SHEETPRIVATE 

I - IDENTIFICATION AND USE

PRODUCT NAME:
ECOTERRA XT

PRODUCT USE:    
ACID REPLACEMENT
MANUFACTURER:
QWATRO CORPORATION




Toronto, Ontario  M9W 6P3



(866-488-2788
SUPPLIER:
LK DISTRIBUTING




Windsor, Ontario  N8X 2K6

Tel:


(519) 258-1173


Emergency no. Canutec 
613-996-6666 

II – HAZARDOUS INGREDIENTS OF PRODUCT

CHEMICAL IDENTITY        

CAS,US,NA,NO     
%       

LD50/LC50
ORGANIC SALT


N/A


30-70

(NOT 
CONSIDERED HAZARDOUS) BY WHMIS STANDARDS 

III - PHYSICAL DATA FOR PRODUCT

PHYSICAL STATE:            
LIQUID

ODOUR & APPEARANCE:       
GREEN VISCOUS LIQUID, UNSCENTED

pH:



1.7

% VOLATILE (BY VOLUME):


SPECIFIC GRAVITY:

(H20=1): 1.05

SOLUBILITY IN WATER(20oC): 
SOLUBLE

FREEZING POINT (oC):

BOILING POINT (oC):

100C/212F

VAPOUR DENSITY (AIR-1):

EVAPORATION RATE:

VAPOUR PRESSURE (MM):

ODOUR THRESHOLD (PPM):
N/A

IV - FIRE AND EXPLOSION HAZARD

FLAMMABILITY: 

NONE 
                   

MEANS OF EXTINCTION: 
WATER SPRAY, CARBON DIOXIDE, DRY CHEMICAL 

FLASHPOINT & METHOD: 
DOES NOT IGNITE

UPPER FLAMMABLE (% BY VOLUME): N/A    

LOWER FLAMMABLE (% BY VOLUME): N/A    

AUTOIGNITION TEMPERATURE:
N/A    

HAZARDOUS COMBUSTION PRODUCTS: 
OXIDES OF CARBON
V - REACTIVITY DATA

CHEMICAL STABILITY: 

STABLE UP TO 110C/230 F       

INCOMPATIBILITY MATERIALS: 
AVOID CONTACT WITH STRONG OXIDIZERS AND BASES. 

DECOMPOSITION PRODUCTS: 
THERMAL DECOMPOSITION MAY YIELD OXIDES OF

CARBON, NITROGEN AND CHLORINE. HYDROGEN GAS 

MAY BE RELEASED UPON CONTACT WITH CERTAIN 

METALS AT SUSTAINED TEMPERATURES ABOVE 140 

DEG.F

HAZARDOUS POLYMERIZATION: 
WILL NOT OCCUR

VI - TOXICOLOGICAL PROPERTIES

ROUTE OF ENTRY: 
 SKIN CONTACT: 
ACUTE EXPOSURE IS IRRITATING. NON- CORROSIVE 

TO SKIN.

EYE CONTACT:  
MAY BE PAINFUL AND IRRITATING.

INGESTION:    

THIS PRODUCT MAY BE HARMFUL OR FATAL  IF 

INGESTED.

INHALATION:   

NOT A LIKELY ROUTE OF EXPOSURE DUE TO 

PHYSICAL PROPERTIES. PRODUCT HAS A LOW 

VAPOUR PRESSURE AT ROOM TEMPERATURE AND IS NOT EXPECTED TO PRESENT A SIGNIFICANT INHALATION HAZARD UNDER AMBIENT CONDITIONS. PRODUCT CAN BE IRRITATING TO THE RESPIRATORY TRACT IF INHALED AS A MIST OR IF THE MATERIAL IS VAPORIZED.

VII - PREVENTIVE MEASURES

PERSONAL PROTECTIVE EQUIPMENT: USE IMPERVIOUS (RUBBER,NITRILE) GLOVES. USE 






CHEMICAL GOGGLES OR FULL FACE SHIELD IF WORKING 

WITH BULK QUANTITIES . 

ENGINEERING CONTROLS: 

NORMAL VENTILATION USUALLY ADEQUATE REQUIRED.

LEAK AND SPILL PROCEDURE: 
BEFORE ATTEMPTING CLEAN-UP, REFER TO HAZARD 

DATA GIVEN ABOVE. SMALL SPILLS MAY BE ABSORBED 

WITH NON-REACTIVE ABSORBENT (SAND) AND PLACED IN 

SUITABLE, COVERED, LABELLED CONTAINERS. PREVENT 

LARGE SPILLS FROM ENTERING SEWERS OR 

WATERWAYS. CONTACT EMERGENCY SERVICES AND 

SUPPLIER FOR ADVICE.

WASTE DISPOSAL: 


REVIEW FEDERAL, PROVINCIAL AND LOCAL GOVERNMENT 

REQUIREMENTS PRIOR TO DISPOSAL.

STORAGE REQUIREMENTS: 

KEEP OUT OF REACH OF CHILDREN. KEEP CONTAINER 

TIGHTLY CLOSED. STORE IN FIBERGLASS, 

POLYETHYLENE OR POLYPROPYLENE CONTAINERS. DO 

NOT STORE IN METAL CONTAINERS ESPECIALLY ALUMINUM. STORAGE IN CERTAIN METAL CONTAINERS AT TEMPERATURES ABOVE 60C/140F MAY RESULT IN HYDROGEN GAS EVOLUTION. DO NOT STORE AT TEMPERATURES ABOVE 48C/120F.

VIII - FIRST AID MEASURES

EYE: 
IMMEDIATELY FLUSH WITH WATER FOR 15 MINUTES. SEEK MEDICAL ATTENTION.

SKIN: 
FLUSH WITH MILD SOAP AND WATER FOR 15 MINUTES. SEEK MEDICAL ATTENTION IF 

IRRITATION DEVELOPS. 

INGESTION: DO NOT INDUCE VOMITING. IF CONSCIOUS, GIVE 3-4 GLASSES OF WATER TO 

DILUTE AND GET IMMEDIATE MEDICAL CARE.

INHALATION: MOVE TO FRESH AIR. IF BREATHING IS DIFFICULT, GIVE OXYGEN AND SEEK MEDICAL ATTENTION.

GENERAL ADVISE:THIS PRODUCT IS NOT GENERALLY CONSIDERED HAZARDOUS HOWEVER THE SAME CARE SHOULD BE TAKEN AS WITH ANY INDUSTRIAL CLEANER\DETERGENT.

PREPARED BY: QWATRO LAB GROUP

DATE:  JANUARY 2011

NOTICE:  INFORMATION CONTAINED IN THIS MSDS IS DRAWN FROM RELIABLE SOURCES.  WE DO NOT ASSUME ANY LIABILITY IN CONNECTION WITH ITS INADEQUATE USE.
ECOTERRA XT


